


EMF Motor’ Maximum air flow at all times

SQMF Motor for

Why SQMF Serie is different than the rest of the motors in the world?

Continuous Operation 220V-400V Energy Efficient
7 /24 continuously full performance at the same motor According to Asyn motor-+gearbox
No heating Reduced Inventory cost energy consumption is
No derating
Direct drive Thanks to star-delta connection According to PM Syn and BLDC motors
HVLS solution at the same motor. total energy consumption is

Maximum air flow at all times!

Advantages 6 Benefits

- Continous Operation - Full air stream all the time

- 220-400V at the same motor - Reduced inventory cost

- Energy Efficient - %20 less energy cost

- Ambient temperature 50 Celcius - Full performance at high ambient temp.

- Sensorless PM control - %20 less energy cost %10 more speed

- 66 poles - Best performance for HVLS application

- Silent - No noise

- Gearless - No maintentance cost

- No oil - No risk for oil drop

- No cooling - Less energy cost

- Compact Size - Less packaging cost, less bracket cost,
less transportation cost

- Very low cogging torque - Minimum Noise level

www.emfmotor.com



Direct Drive Technology

®
EMF Motor
Gearless Motor for HVLS

MotorCode PO P, n, M, f, ke, LA LA 0w
Number (kW) (rpm) (Nm) (Hz) (Nm/A)  (350VAQ)  (200VAQ) (kg)
T 6 0,47 150 30 82,5 16,2 1,9 32 13
0,68 250 26 137,5 1,1 24 41 13

47
SOMT1-100 6 0,74 150 82,5 17,9 26 4,6 18
1,05 250 40 137,5 12,5 32 5,6 18
SOM 71140 6 0,65 100 62 55,0 28,2 22 3,8 3
0,94 150 60 82,5 194 3,1 5,4 3
SOM71-180 6 0,89 100 85 55,0 26,7 3,2 55 28
1,18 150 75 82,5 20,2 3,7 6,4 28
ST 6 0,82 65 120 35,8 444 27 47 46
1,10 100 105 55,0 318 33 5,7 46

170
SOM 100-140 6 1,07 60 33,0 47 3,6 6,2 56
1,34 80 160 44,0 39,0 41 7,1 56

220
T 6 0,92 40 2,0 71,0 3,1 5,4 66
1,29 60 205 33,0 513 4,0 6,9 66

All the calculations are made up to 7 meters (24 ft) fan diameter. Please contact EMF Motor for other supply voltage, torque and speed values.
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SQM 100-100 Torque - Speed - Efficiency Diagram
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Direct Drive Technology

Gearless Motor for HVLS
Dimensions
A ]
(mm) (mm) DIN 6885 A8x7x40
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SQM 71-100 100 2785
SQM 71-140 140 3185 oisel'001)/  scronss
SQM 71-180 180 3585
—
" O] B 3
o @) ] T
@ 4
: =2
[ E
\@ % 44’:; Ej 51,5
142 & 56.5
D165 B
A B
(mm) (mm) DIN6885-A 14x9x80
SQM100 -100 | 100 368 P,
SQM100 - 140 140 408 o
SQM100 -180 | 180 443 24816(:8")
P SECTION A-A
; % S 7
\Zy

EMF

I info@emfmotor.com

Germany
EMF 97 GmbH

Kiiferstrale 9
67551 Worms, Germany

T.+49 6241935210
F. +49 6241935 215

Motor’

www.emfmotor.com

Turkey
EMF Motor A.S.

Ramazanoglu Mah. Sanayi Cad. No:9
TR 34906 istanbul - Pendik / Tiirkiye

T.+90216 595 19 00
F.+90216 5951901



